Component Status

Hierardhy - [Equipment: (1/2732) BD-4006]
Additional Filters - [Task Type: (1/13) CC - Component Change Out] [Componen
Analyse By . Equipment
Current
Component P:!;t R ,f_:'mﬁ__, Life :
Usage Used UOoM

Machine: BD-4006
1000.0.CC.0 ENGINE 16,099 16,09%Enag - Hryg
3030.0.CC.0 TRANSMISSION 16,095 16,09%Enag - Hryg
3101.0.CC.0 TORQUE CONVERTER 16,06% 16,0S9SENng - Hrs
4050.LT.CC.0 FINAL DRIVE FDR-112 16,099 1,458Eng - Hrg
4050.R1.CC.0 FINAL DRIVE FDR-128 16,099 a86Eng - Hrg
4155.LT.CC.0 SPROCKET SEGMENT 16,092 1,756Eng - Hry
4155.R1.CC.0 SPROCKET SEGMENT 16,099 86Eng - Hrs
4159.LF.CC.0 IDLER WHEEL 16,099 1,756Eng - Hrg
415%.LR.CC.0 IDLER WHEEL 16,099 1,756Eng - Hrg
415%.RF.CC.0 IDLER WHEEL 16,099 1,756Eng - Hry
415%.RR.CC.0 IDLER WHEEL 16,099 1,756Eng - Hry
416G.LT.CC.0 TRACK LINK 16,099 1,756Fng - Hrg
ASSEMELY (SEALED & LUBRICATED)
416%.R1.CC.0 TRACK LINK 16,099 1,756Eng - Hry
ASSEMBLY (SEALED & LUBRICATED)
4180.LT.CC.0 TRACK ROLLER 16,099 1,758Eng - Hr
4180.RLI.CC.0O TRACK ROLLER 16,099 1,756Eng - Hrg




